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Face RFID AccessFingerprint

MulƟ-Biometric Time AƩendance & 
Access Control System

MB160

SpecificaƟon

OpƟonal FuncƟon
ID , Work Code, RS232 Printer

Power & Environment
BaƩery : (OpƟonal)
Power Supply : DC 12V --- 1.5A
VerifcaƟon Speed : ≤0.5 Sec
OpeOperaƟng Temperature : 0OC - 45oC
Dimension (in mm) : (L)167.5 x (W)148.8 x (H)32.2

Features
- High verificaƟon speed
- Professional firmware and plaƞorm make it more flexible
- IntuiƟve and stunning UI design
- SophisƟcated and lightweight design, fits in any environment

Storage Capacity
Face Capacity : 1,500
Fingerprint Capacity : 2,000
ID card Capacity : 2,000
TransacƟon Capacity : 1,00,000

Visual
DisplDisplay : 2.8-inch TFT Screen

CommunicaƟon
CommunicaƟon : TCP/IP, USB-Host
Push Data : Yes

Standard FuncƟons
SMS, DLST, Scheduled-bell, Self-Service Query, 
AutomaƟc Status Switch, T9 Input, Photo ID, Camera, MulƟ-verifcaƟon

IInterface for Access Control
3rd Party Electric Lock, Door Sensor, Exit BuƩon, Alarm


